
VIKTIG INFORMASJON!
PRODUKTENDRING – POCKET SKYVEDØRSKARMER

For å motvirke forskyvning av spikerslag i forbindelse med montering er spikerslagene  
nå uten den tradisjonelle endebearbeidingen.

Skinnelisten som spikerslaget skal slås inn i, er byttet ut med sterkere bladfjærstål som 
klemmer hardt rundt spikerslagene. I skinnelisten er det i tillegg en profil som holder 
spikerslaget fast.

På denne måten vil spikerslagene holde seg på plass hele tiden under montering/ 
innfesting i vegg.

Denne endringen er utført og monteringsanvisning i kartongene er  
dessverre ikke oppdatert.

Ved eventuelle spørsmål, ta gjerne kontakt
Tlf: +47 37 28 00 00 / E-post: post@scanflex.no

Produsert av: Scanflex AS, 4795 Birkeland, Norge

NY! UTGÅTT!

✔ ✘



Manufacturer: Scanflex AS, 4795 Birkeland, Norway

IMPORTANT INFORMATION!
PRODUTCT CHANGE – POCKET SLIDING DOOR FRAME

In order to avoid displacement of the nailing strips in connection with assembly, the nailing 
strips are now without traditional end tooling.

The rail skirting with steel profiles where the nailing strips is to be inserted into, has been 
replaced with stronger leaf spring steel that clamps hard around the nailing strips. In the 
new steel profile there is also a profile that holds the nailing strips firmly in place.

In this way, the nailing strips wil stay securely in place during assembly and mounting.

This change has been made and the assembly instructions in the cartons are 
unfortunately not updated.

If there should be any questions, please contact us:
Tlf: +47 37 28 00 00 / E-mail: post@scanflex.no

NEW! EXPIRED!
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